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Description 
SIMSON ISR 70-05 AP is a Silyl Mod if ied  Po lym er  (SMP) b ased  
ad hesive w it h  a h igh  t ensile st rengt h  and  is su it ab le f o r  
m aking elast ic const ruct ive jo in t s. SIMSON ISR 70-05 AP can  
also  b e used  as a sealan t . SIMSON ISR 70-05 AP has b een  
t est ed  and  cer t if ied  t o  t he In t ernat ional Mar it im e 
Organ isat ion  Fire Test  Proced ures f o r  Sur f ace Flam m ab ilit y, 
r eso lut ion  A.687 and  is ap p roved  f o r  b ond ing d eck 
m at er ials on t o  st eel o r  alum in ium . 
 
SIMSON ISR 70-05 AP m ay also  b e used  f o r  t he efficient bonding 
of windscreens in the Auto Aftermarket as well as in OEM, Bus, 
Coach & Train building 

 

Features 

• Bost ik Sim son ISR 70-05AP com b ines t he ad van t ages o f  
d esired  p rop er t ies o f  st ruct ural sealan t s includ ing 
p o lyuret hanes. Sim son ISR 70-05AP is no t  r elian t  on  t he 
p r im ed  syst em  t o  p rovid e a cross-linking covalen t  
b ond  (less changes o f  app licat o r  er ro r ). 

• Bost ik Sim son 70-05AP ad heres w ell w it hout  b lack g lass 
p r im er  on  g lass and  no  UV resist an t  p r im er  is need ed  
w hen t he g lass ad hesive in t er f ace is ad eq uat ely UV-
p ro t ect ed  b y a ceram ic coat ing.  

• So lven t , isocyanat e and  PVC f ree. 
• Very good  UV-resist ance and  ageing p rop er t ies. 
• In  general good  ad hesion  on  several subst rat es 

w it hout  t he use o f  a p r im er . 
• Perm anent  elast ic w it h in  t em p erat ures f r om  –40° C t ill 

+ 120° C. 
• Neut ral, od our less and  f ast  cur ing. 
• Pain t  com p at ib le w it h  m ost  ind ust r ial p ain t - o r  lacquer  

syst em s, b o t h  alkyd  resin  and  d isp ersion  b ased  (d ue t o  
t he large scale o f  d if f erent  t yp es o f  ind ust r ial p ain t s a 
p ain t  com p at ib ilit y t est  is r ecom m end ed ). 

• Pain t ab le af t er  skin  f o rm ing (w et  on  w et ); t h is w ill no t  
in f luence t he cur ing sp eed . 

• Pick resist an t  – p r ison  cells, schoo ls & p ub lic am en it ies 
o Not  su it ab le f o r  const ruct ion  m ovem ent  

jo in t s. 
o Suit ab le as sealant  / ad hesive f o r  sm all gap s 

(2m m ) eg. Ligh t  f ixt ures t o  concret e. 
 

90 MINUTES DRIVE AWAY IN VEHICLES WITH 
DUAL AIRBAGS* 

 
Meets U.S. Safety standards  
FMVSS212 Windscreen Retention Test 
FMVSS208 Occupant Crash Protection test 
 
*At 230C and 50% relative humidity 

Recommended Uses 
• Elast ic b ond ing and  sealing in  e.g . b us, caravan , t r ain  
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and  yach t  const ruct ion . 
• Bond ing o f  r oo f s on  b usses, t r ains, t r ucks. 
• Bond ing o f  co rner  p ro f iles o f  alum in ium  or  p o lyest er  

on  t r ailers. 
• Bond ing o f  p o lyest er  p ar t s on  m et al f r am es. 
• Bond ing o f  f loo r  syst em s.  
• Aut om ot ive w ind screen  rep lacem ent . 

Application Instructions 
Surface Preparation 
In general SIMSON ISR 70-05 AP adheres well without primer on clean, dry, dust and grease free substrates of aluminium, 
stainless steel, galvanised steel, zinc, copper, brass, powder coated metal, most lacquered metal surfaces, glass, PVC, 
polyester (GRP), painted and lacquered wood, etc. No adhesion on untreated polyethylene, polypropylene and teflon. In 
those cases where due to great thermal or physical loads, especially under wet conditions, high adhesion demands are 
needed, the use of Simson Primer M is recommended. Primer M degreases and prepares the surface of the substrate in 
one step. On plain, untreated wooden surfaces and other porous substrates Simson Primer P is recommended. For more 
details concerning Primer M and Primer P, consult the specific technical data sheets. For other substrates and additional 
information consult Bostik. 

Application of Simson ISR 70-05 AP 
SIMSON ISR 70-05 AP can  easily b e ext rud ed  w it h  a hand  o r  air  p ressure gun  at  t em p erat ures b et w een 
+ 5° C and  + 35° C. In  sealing ap p licat ions SIMSON ISR 70-05 AP should  b e t oo led  o r  sm oot hed  w it h in  10 
m inut es (at  20° C/50% R.H.) w it h  a sp at u la o r  p ut t y kn if e, occasionally m o ist ened  w it h  a soap  so lu t ion . 

Avo id  soap  so lu t ion  p enet rat ing b et w een jo in t  sid es and  sealan t , b ecause t h is w ill cause loss o f  ad hesion . 

In  b ond ing ap p licat ions, t he sub st rat es m ust  b e assem b led  w it h in  15 m inut es (at  20° C/50% R.H.) af t er  
ap p lying SIMSON ISR 70-05 AP. 

In  general, an  ad hesive t h ickness o f  2 m m  is recom m end ed . 

At  a t em p erat ure o f  20° C and  a relat ive hum id it y o f  50%, SIMSON ISR 70-05 AP can  b e p ain t ed  w it h  t he 
m ost  ind ust r ial p ain t s 10 m inut es af t er  app licat ion . Best  ad hesion  o f  p ain t  coat s is generally ob t ained  if  
p ain t ed  w it h in  4 hours af t er  ap p lying SIMSON ISR 70-05 AP.  

Clean up after Installation 
Excess material should be removed by wiping with clean dry cloth. Remaining material should be cleaned with Bostik 
Handi-Clean Towels or IPA (Iso propyl alcohol). 

Properties 
Colour/s: Black, Grey and White  Curing Speed after 

24hrs 
approx. 3 mm (20°C/50% R.H.) 

Basic Material: Silyl Modified Polymer (SMP)  Shore A Hardness approx. 60 (DIN 53505) 
Specific gravity: Approx. 1.5  Volume Change <3% (DIN 52451) 
Curing Method: Moisture  Tear Propagation approx. 16N/mm  

(DIN 5315/ISO34) 
Skin Forming 
Time: 

approx. 15 minutes 
(20°C/50% R.H.) 

 Tensile Stress 
(100%) 

Approx. 2.3 Mpa  
(DIN 53504/ISO37) 

Open Time Up to15 min 
(20°C/50% R.H.) 

 Temperature 
Resistance 

-40°C to+120°C 

Tensile Stress at 
Break 

approx. 2.9 Mpa  
(DIN 53504/ISO37) 

 Solvent 
Percentage 

0% 

Elongation at 
Break 

approx. 250%  
(DIN 53504/ISO37) 

 Application 
Temperature 

+5°C to +35°C 

Shear Stress approx. 2.4 Mpa  
(DIN 53283/ ASTM D1002) 

 UV-and Weather 
Resistance 

Very Good 

Isocyanate 
Percentage 

0%  Chemical 
Resistance 

Good 
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Storage & Shelf Life 
Store in a cool, dry place, out of direct sunlight. Storage areas must be well ventilated and comply with Local, State and 
Federal regulations. For maximum shelf life, store between 5° and 20°C. 

Shelf life is up to 12 months in sausages and up to 18 months in cartridges when stored in original, unopened containers, 
under the above conditions. 
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Health & Safety 
Obtain and read Material Safety Data Sheet, for details on Health and Safety information, prior to use of the material. 

Packaging 
Simson ISR 70-05 AP is available in 290 ml cartridges and 600 ml sausages. 

Product Details 
Item Number Size Colour Pack Quantity 

385131 290ml Cartridge Black 12 
371718 600ml Sausage Black 12 
385115 290ml Cartridge Grey 12 
379611 600ml Sausage Grey 12 
379638 600ml Sausage White 12 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
The representations and recommendations regarding the products are based on tests which we believe to be 
reliable.  However, no guarantee of their accuracy can be made because of the great range of field conditions 
and variations encountered in raw materials, manufacturing equipment and methods.  Thus, the products are 
sold with a limited warranty only, and on the condition that purchasers will make their own tests to determine 
the suitability of the product for their particular purposes.  Under no circumstances will Bostik Australia Pty Ltd 
be liable to anyone except for replacement of the products or refund of the purchase price. 

ALL SALES ARE EXPRESSLY LIMITED TO THE TERMS AND CONDITIONS OF SALE OF 
BOSTIK AUSTRALIA PTY LTD 

 
 
Head Office Bostik Australia Pty Ltd, 51-71 High Street, Thomastown Vic 3074 
 A.B.N. 79 003 893 838 
 Phone:  (03) 9279 9333 Fax:  (03) 9261 4744 
 Phone Industrial: Toll free 1300 560 799 
 
Branches: Sydney: 21 Tattersall Road, Kings Park NSW 2148 
 Brisbane: Building 6, 2404 Logan Road, Eight Mile Plains Qld 4113 
 Perth: 12 Thorpe Close, Welshpool WA 6016 
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Quality endorsed ISO9001 (Thomastown site)  

TS16949 (Automotive). 


