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Description 
Simson Prep M is a “wash Prep” / Cleaner and Adhesion Promoter 
for SMP based Simson Products, Pretreating a variety of 
substrates, e.g.: ceramic coated glass, plain aluminium, steel, 
lacquered and power coated metals, GRP. 

 

 
Features 
 Fast drying, approximately 5 minutes. 
 Easy to use as “wash Prep” 
 Efficient in use. 
 
Recommended Uses 
 Pre-treatment of ceramic coated glass. 
 Pre-treatment of lacquered/painted metals. 
 Pre-treatment of polyester (GRP). 
 Pre-treatment of powder coated metals. 
 Pre-treatment of plain aluminium, steel, copper and brass 

surfaces. 
 
Application Instructions 
1. Ensure that substrates (e.g. freshly painted metal-flange, windscreen) are clean, dust and 

grease free. 
2. Remove inner protective metal seal of can. 
3. Important Note:  Don’t use Simson “Wash Prep” M that has a milky appearance. 
4. Ensure that Simson Prep M is applied very thinly. 
5. Firmly rub the bond-areas with a clean, lint and colour free cotton cloth or tissue, wetted 

with Simson Prep M. 
6. Allow to dry for approximately 5 minutes before applying Simson Adhesive/Sealant on 

ceramic coated glass with adequate U.V. Blackout or the freshly painted metal-flange. 
7. If the glass does not have a black ceramic band, apply Simson Prep G Extra.  Do not use 

Simson Prep M as “Prep” Cleaner but use Bostik N40 Primer. 
 
For instructions refer to Data Sheet Simson Prep G Extra and Bostik N40 Primer. 
Also refer to Technical Data Sheet Simson ISR 70-08AP. 
 
Precaution 
Simson Prep M should not be applied on those areas which have to be painted afterwards, due 
to paint incompatibility of Simson Prep M. In this case only apply  
 
Simson Prep M on that area where the sealant or adhesive will be applied by use of e.g. 
masking tape (however it is possible to remove residues of Simson Prep M afterwards from the 
cleaned surfaces by use of Isopropylalcohol (IPA)). 
 
Properties 
Solids Contents: Approx. 17% 
Specific Gravity: Approx. 0.76 
Flash Point: +9°C 
Drying Time: Approx. 5 minutes 
Colour: Transparent 
Coverage: Approx. 20m2 per litre 
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Storage & Shelf Life 
Store in a cool, dry place, out of direct sunlight and away from all sources of ignition. Storage 
areas must be well ventilated and comply with Local, State and Federal regulations. For 
maximum shelf life, store between 5° and 20C. 
Simson Prep M has a 1 year Shelf life when stored in original, unopened containers, under the 
above conditions. 
Simson Prep M will have up to 90 days shelf life after breaking the inner protective metal seal. 
Protect contents from contamination and evaporation. Ensure can is tightly sealed with 
plastic cap after use and store in a well ventilated area. 
 
Flammability 
Simson Prep M is highly flammable 
 
Health & Safety 
 Avoid contact with skin and eyes and avoid breathing vapours. Wear protective clothing, 

gloves and glasses while using, wash hands after use. 
 Avoid contact with food. Do not swallow. 
 Highly flammable. Keep containers sealed when not in use. Do not use spark producing 

tools or clothing. Take precautionary measures against static discharges. Use in a well 
ventilated area. 

 Keep away from heat, flames and other sources of ignition. No Smoking. 
 Refer to Material Safety Data Sheet for further information. 
 
Packaging 
Simson Prep M is available in 250ml and 1 Litre can. 
 
Product Details 

Item Number Size Pack Quantity 
270814 250ml 24 
305170 1 Litre 12 
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The information in this Technical Data Sheet is intended for the assistance of purchasers and is 
of a general nature.   It reflects the extent of our knowledge and experience of our products 
and is based on tests which we believe to be reliable.  However, no guarantee of accuracy can 
be given due to the wide range of surfaces, environmental and field conditions and variations 
encountered in raw materials, manufacturing equipment and methods at the place where the 
work is performed.  Some of these will be beyond our knowledge or control.   We recommend 
purchasers carry out their own tests to determine the suitability of the product for their 
particular purposes.   Bostik Australia Pty Ltd limits its liability to replacement of the 
products or refund of the purchase price, but this limitation does not affect consumers’ rights 
which cannot by law be excluded. 
 

ALL SALES ARE EXPRESSLY LIMITED TO THE TERMS AND CONDITIONS OF SALE OF 
BOSTIK AUSTRALIA PTY LTD 

 

 
Head Office Bostik Australia Pty Ltd, 51-71 High Street, Thomastown Vic 3074 
 A.B.N. 79 003 893 838 
 Phone:  (03) 9279 9333 Fax:  (03) 9261 4744 
 Phone Industrial: Toll free 1300 560 799 
 
 
 
 

 
Quality endorsed ISO9001 (Thomastown site)  
TS16949 (Automotive). 
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