
Merbenit SK212
Direct Glazing Adhesive

Before use, please refer to all of the Technical Data 
and Safety Data Sheets of the products in this  
document and use in conjunction.  
Designed for Professional use.

The procedure expects that as a professional auto-
glazier, you have already inspected the vehicle for 
any pre-existing damage to ensure a safe replace-
ment and reported any issues to the vehicle  
owner. Inspect for any rain, light and ADAS  
sensors and manage according to the 
manufacturer’s requirements. 

Pre inspect the replacement windscreen or fixed 
glass to ensure it is free of scratches or blemishes, 
confirm it the correct glass for the vehicle and  
correct attachments for any mirror, rain, light and 
ADAS sensors. It is highly recommended to  
conduct a dry test before installation.

Wear appropriate Personal Protection Equipment.

A)	 Preparation of a Windscreen or Fixed Glass
	 incorporating a black ceramic coating

1.	 Ensure the surface of the glass is clean and dry, 
dust and grease free.

2.	 Check the expiry date of Adhesion Promoter V2 or 
isopropanol (IPA) and ensure it is not past its use 
by date.

3.	 Use a clean, lint and colour free cotton cloth, wet 
it with Adhesion Promoter V2 or isopropanol (IPA) 
and clean the ceramic coated layer leaving a very 
thin film. Wipe in one direction around the glass 
from start to finish.

4.	 Allow the Adhesion Promoter V2 or isopropanol 
(IPA) to dry for approximately 5-10 minutes before 
continuing with the application of Merbenit SK212.

B)	 Preparation of a Windscreen or Fixed Glass  
	 without black ceramic coating 
1.	 Ensure the surface of the glass is completely 
	 clean, dry, dust and grease free.
 
2.	 Check the expiry date of Adhesion Promoter V2 or  
	 isopropanol (IPA) and ensure it is not past its use  
	 by date.

3.	 Use a clean, lint and colour free cotton cloth, wet 
	 it with Adhesion Promoter V2 or isopropanol (IPA) 
	 and clean the intended bond area leaving a very 
	 thin film. Wipe in one direction around the glass 
	 from start to finish. Allow to dry for 5-10 minutes. 

4.	 Check the expiry date of Adhesion Promoter Black  
	 Glass and ensure it is not past its use by date. 
 
5.	
Promoter Black  
	 Glass bottle thoroughly for at least 30 seconds  
	 and until the steel ball is clearly hearable and is  
	 moving freely. Apply the adhesion promoter with  
	 a clean dry dauber evenly in one pass onto the  
	 cleaned bond area surface to give a continuous  
	 primer film. Leave to dry. The open-time at +23°C  
	 is at least 10 minutes. Within 1 hour after applica 
	 tion of the Adhesion Promoter Black Glass the  
	 application of Merbenit SK212 should be comple 
	 ted. It has to be ensured that the layer of  
	 Adhesion Promoter Black Glass does not show  
	 any surface defects. If more than 1 hour is  
	 exceeded, repeat steps 1 to 3 again. The  
	 reactivation of the Adhesion Promoter Black  
	 Glass is to be repeated once maximum. 
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C)	 Preparation of the Body

a.)	 Preparation of a painted metal-flange

1.	 Ensure  the  surface  of  the  painted  metal -flange  is 
fully cured, clean and dry, dust and grease free.

2.	 Check  the expiry date of the Adhesion Promoter 
V2 or isopropanol (IPA) and ensure it is not past its 
use by date.

3.	 Use a clean, lint and colour free cotton cloth, wet it 
with Adhesion Promoter V2 or isopropanol (IPA) 
and clean the painted metal-flange leaving a very 
thin film. Wipe in 1 direction around the metal-
flange from start to finish. Allow the Adhesion 
Promoter V2 or IPA to dry for approximately 5-10 
minutes before continuing with the application of 
the Merbenit SK212.

b.)	 Repair of damaged paint layer

1.	 Ensure the surface of scratched or damaged paint is 
cured, clean, dry, corrosion, dust and grease free.

2.	 Check the expiry date of Adhesion Promoter Black 
Glass and ensure it is not past its use by date.

3.	 Before using shake the Adhesion Promoter Black 
Glass bottle thoroughly for at least 30 seconds 
and until the steel ball is clearly hearable and is 
moving freely. Apply the adhesion promoter Black 
Glass with a clean dry brush evenly in one pass 
onto the damaged paint area surface to give a con-
tinuous Adhesion Promoter Black Glass film. Lea-
ve to dry. The open-time at +23°C is at least 10 
minutes. Within 1 hour after application of Adhesi-
on Promoter Black Glass the application of Merbe-
nit SK212 should be completed. If more than 1 
hour is exceeded, please repeat steps 1 to 3 again. 
The reactivation of the Adhesion Promoter Black 
Glass is to be repeated once maximum.

D)	 Preparation of the Pinchweld 

	 (Full Cut Method)

1.	 Use the full-cut method only if the existing Direct  
	 Glazing Adhesive (DGA) is well bonded to the  
	 aperture and is in excellent condition, the aperture  
	 shows no signs of corrosion or rust, and the  
	 correct procedures were used on a suitable  
	 previous MS Polymer or polyurethane adhesive  
	 (NOTsilicone or butyl).

Our information is based on experiences in lab and practice. Their publication occurs, however, without takeover of a 
liability for damages and losses which are to be put down to this information, there the practical application conditions 
lying outside of the control of the enterprise. The user is not released from the necessity, to carry out own attempts for 
the planned applications under practical conditions. Due to the different materials, processing methods and local fac-
tors, onto which we have no influence, no guarantee – also in patent legal respect – can be taken over. For this reason 
we recommend therefore sufficient own attempts. By the way we refer to our General Business Conditions. Technical 
changes reserved. Contents examined and released by merz+benteli ag, CH - Niederwangen/Berne.

2.	 When you are ready to install a replacement  
	 windscreen, clean the entire aperture using  
	 Adhesion Promoter V2 or isopropanol (IPA) and  
	 allow to dry for 5-10 minutes before continuing.  
	 Trim back the existing DGA causing as little  
	 damage as possible. The remaining bed of DGA  
	 must be between 0.5 and 2 mm before it is safe  
	 to apply Merbenit SK212.

Note: Do not apply any products/cleaners on the 
freshly cut bead of existing DGA as this can cause 
contamination and considerably reduce the strength 
of the bond. If the existing bead of DGA is compro-
mised, not MS Polymer or polyurethane adhesive, 
there is rust or corrosion, you MUST use the complete 
removal method.

E) Application of Merbenit SK212

1.	 Check the expiry date of the Merbenit SK212  
	 Direct Glazing Adhesive and ensure it is not past  
	 its use by date.

2.	 Using the provided V shaped nozzle, extrude a  
	 minimum 9 mm x 9 mm triangular continuous  
	 bead of Merbenit SK212 onto the bond area of  
	 either the prepared windscreen, glass or frame of  
	 the vehicle (large windscreens require a larger  
	 bead of adhesive).

3.	 After extruding Merbenit SK212, the windscreen  
	 or glass must be fitted securely in place within 10  
	 minutes. 

4.	 Commence cleanup procedure and refitting of  
	 components.

5.	 Note time of installation and when safe driveaway  
	 time will be achieved.

6.	 Record all batch numbers and use by dates of all  
	 products used and maintain in suitable record  
	 keeping system.
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F)	 Clean up after Installation

Excess material should be removed by wiping 
with a clean dry cloth. Remaining material can be 
cleaned with a clean, lint and colour free cotton 
cloth, wet with isopropanol (IPA) or commercially 
available Cleaning Towels designed for adhesives 
and sealants. Ensure no cleaning agent is in con-
tact with the bond line.

Hands and exposed skin should be washed imme-
diately using a suitable hand cleanser and water. 
Do not use solvents.

Note: Short cuts like only lightly trimming the 
existing DGA bead and using a minimal 
amount of new Merbenit SK212 is unaccepta-
ble and potentially very DANGEROUS. Short 
cuts taken to replace a windshield will void all 
Safe Drive-Away Time (SDAT) guidelines and 
can cause possible loss of glass adhesion and 
serious personal injury.

Our information is based on experiences in lab and practice. Their publication occurs, however, without takeover of a 
liability for damages and losses which are to be put down to this information, there the practical application conditions 
lying outside of the control of the enterprise. The user is not released from the necessity, to carry out own attempts for 
the planned applications under practical conditions. Due to the different materials, processing methods and local fac-
tors, onto which we have no influence, no guarantee – also in patent legal respect – can be taken over. For this reason 
we recommend therefore sufficient own attempts. By the way we refer to our General Business Conditions. Technical 
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